i/

CP-03A/CP-03B/CP-03C

Smaller sized AC,AC/DC current clamp-on Adaptor

CP-03C AC/DC Clamp-on adaptor with
bluethooth interface

Model CP-03A

Model CP-03B/CP-03C

CP-03A/CP-03B High Resolution AC, AC/DC Clamp-on Adaptors. Providing
non-invasive Current measurements to 4A with resolution to 1mA for AC, DC/AC Current.
The adaptors are perfect for low current automotive, industrial control or appliance repair.

CP-03C AC/DC Clamp-on adaptor with bluethooth interface.

Function Range  Output  Sensitivity Basic Accuracy ~ CP-03A  CP-03B/03C
o
Guacnt 4A 100mV/A  0.01A/mV AC +(2.5%+0.06A) AC
40A 10mV/A  0.1A/mV DC/AC  %(2.5%+0.03A) AC DC/AC
400A 1mV/A 1A/mV DC/AC +(2.8%+0.03A) AC DC/AC
Clamp jaw opening 1.2 (30mm)
Non-contact voltage detector 50-600VAC
EMC & LVD
EN: 50081-1, 50082-1
S Size(HxWxD): 150 8mm x 3
EN: 61010-02-031 |z‘e( IXWxD): 150mm x 58mm x 35mm
Weight: 205g
Accessories:

Test leads, 9V battery and clamshell

CP-09 Smaller sized , convenient-to-use AC current clamp-on Adaptor

CP-09 is the ideal tool to extend the current ranges for all Multimeters.
The CP-09 is a 200A AC current clamp-on Adaptor with voltage output via a
standard banana inputs to be connected to multimeters.

Specifications
Function Range Output Sensitivity Basic Accuracy
Current AC ~ 200A ImV/A 1A/mV AC £2%

0.7” (18mm) Clamp jaw opening
Size(HxWxD): 80mm x 66mm x 31Tmm
Weight: 80g
Accessories:

Test leads and clamshell

Model CP-09

CP-12/CP-1000

AC/DC Clamp-on Adaptors

Model CP-1000

Model CP-12

The CP-10/11 are compatible with any Test Tool, Power Harmonics Analyzer, Oscillo-

scope, Multimeter, or other voltage measurement device.

® 0.5” (12.5mm) Clamp jaw opening (CP-10)
© 0.9” (23mm) Clamp jaw opening (CP-11)

Specifications

Function Range Output Sensitivity

S ent 2A 100mV/A 0.01A/mV AC/DC +3.5%

AC/DC 80A  10mV/A  1A/mV AC/DC +3.5%
40A  10mV/A  0.1A/mV AC/DC +3.5%
400A  ImV/A  1A/mV AC/DC +3.5%

Size(HxWxD): 190mm x 70mm x 40mm
Weight: 200g

Accessories:
Test leads, gift box with carrying case and 9V battery.

Basic Accuracy CP-10 CP-11

q3

EMC & LVD
EN: 61326

EN: 61010-1,
EN: 61010-02-031

The CP-12/1000 are compatible with any Test Tool, Power Harmonics Analyzer,
Oscilloscope, Multimeter, or other voltage measurement device.

@ CP-12 AC Clamp-on Adaptor provides non-invasive Current measurements to 10A
with resolution to 10mA for AC Current.
@ CP-1000 is an AC/DC Clamp-on Adaptor.

Specifications
Function Range  Output Sensitivity Basic Accuracy CP-12 CP-1000
Current 10A ImV/100mA  0.1A/mVDC  %(3.0%+0.06A)  AC
ACAIDCA 1g0A  1mv/A IAMVDC  #(3.5%+0.03A)  AC
600A  0.lmV/A 10A/mVDC  £(3.0%+0.03A) AC/DC
1000A  0.1mV/A 10A/mMVDC  #(3.0%+0.03A)  AC AC/DC

Clamp jaw opening: 1.2” (30mm)

Size(HxWxD): 229mm x 80mm x 49mm
Weight:303g

Accessories:

Test leads, gift box with carrying case and 9V battery.
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