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V600'C | 291 2'F,

Resolution (D:S)

8838 8839
-50.c to 1000'C/ -sCr'C to 1000'C/
-58"Fto 1832"F -58'F to 1832'F

Less than I second L€ss than I s€cond
30: l  50: l

0.1' up to 2000', 1' over 2000'
+l.5% ofleading or +2"0+41F

Adjustable o. ! o- I .o

8838/8839/8858/8859/8859H Series provide fast. easy and accurare read-

ings for nost sudace temperalure fteasurements.

. l50ms fastcr samllins time with l% accuracy (8859H)

a High 50 io I distance to iargct ralio mcasurcs smallcr sudacc arcas at grcatcf

a Widest lenperature range from -50.0 to 1600'C/ 58.0 to 2912"F (8859/8859H)

a Unique flat surface, modem housing design

a Built-in laserpointer

a Automatic Dau Hold

. Md, Min, DlF, AVG reco.d

a High and 1ow alam

a Adjuslable emlssivity

Dislance (D) to Spot size(S)

D:S=50:l

8838 8839 8858 8859 8859H
l0:l  50:l  50:l  50i l  50:i

iootrc/ 1000'c/ t300"c/ t600"c/ 1600'c/

r832"F 183/F 23',tTF 2917F 2912'F

8859H
'50'C to 1600'C/
-58'Ii to 2912"F

Less than I 50 mS
50:1

(Unit: nnn)

Optical R€solurion (D:S)

High Tempemture

User selectable "C or'F

Automatic Data Hold

Wlite Backlit LCD Display

Max, Min, DIF, AVG record
Hish / low alan, Tnsger lock
Adjusrable emissivity
150rns faster sanpling time wilh l% accur.cy

Model8859 Range

Resolution

8858
-50'C to 1300'C/
-58"F to 2312"F

50:l

8859
-5fC to 1600'C/
-58"Fio2912"F

50r l

Size(HxwxD): 220mm x 120mm x 56mm
weight:2909

9V battery Carryingcase and Gift box.
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