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Intelligent spirit level with 
electronic angle measurement – 
horizontal, vertical or optional angles.

1. The intelligent spirit level:
The intelligent spirit level with vertical and 
horizontal angle display. The slope memory 
enables angles to be projected elsewhere. 
The separate measurement memory allows up 
to 9 measurement results to be retrieved and 
converted on the display into degrees, 
Inch/Feet or percent.

2. Optimal use by AutoSound:
Horizontal, vertical and 45° use with audible 
inclination guide. Easy levelling.

Additional features:
– the illuminated display is easy to read under all 

conditions - even during overhead measurements
– vertical and horizontal vial
– milled measuring surface
– strong magnets

DigiLevel LCDLCD 60 cm

Illuminated display Magnetic AutoSound at 0°/45°/ 90°/135°/180°

TECHNICAL DATA
ELECTRONIC SLOPE 
measurement precision 
± 0.05° at 0° … 1° 
± 0.1° at 90°
± 0.2° at 1° … 89°

DISPLAY ACCURACY 0°- 1°
2 decimal places

DISPLAY ACCURACY 1°-90°
1 decimal place

VIAL PRECISION ± 0.5 mm/m

WORKING TEMPERATURE
0°C ... 40°C (32°F ... 104°F)

STORAGE TEMPERATURE -20°C ... 65°C

POWER SUPPLY 
Batteries (2 x 1.5 V type AAA)

WEIGHT with batteries: 0.9 kg

DIMENSIONS (B x H x D)
625 x 72 x 33 mm

 ARTICLE ARTICLE NO EAN-CODE PU

 DigiLevel LCD 60 cm 081.200A 4 021563 662302 5

DigiLevel LCD 60 cm 
inclusive softbag
+ batteries (2 x 1.5 V type AAA)

Packing dimension (B X H X D)
195 x 810 x 195 mm

Transport 
Packaging dimension (B x H x D)
390 x 850 x 220 mm
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