
UMAREX GmbH & Co. KG . Donnerfeld 2 . 59757 Arnsberg . Germany . Fon +49 2932 638-300 . Fax +49 2932 638-333 . laserliner@umarex.de . www.laserliner.com

1.

1.

2.

°°°°°°°°°°°°°°°°°°°°°°°

%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%

°

Re
v.

 0
21

0

Small and handy:
Intelligent spirit level – horizontal, 
vertical and any angle in-between.

TECHNICAL DATA
ELECTRONIC SLOPE measurement 
precision   
+ 0,1° at 0° and 90°,
+ 0,2° at 1° … 89°

VIAL PRECISION + 0,5 mm/m

POWER SUPPLY 
Batteries 2 x 1,5V type AAA

WEIGHT with batteries: 0,430 kg

DIMENSIONS (B x H x T)
238 x 55 x 30 mm

Article-No:  081.202A
EAN-Code:   4 021563 663019

DigiLevel Compact
inclusive softbag
+ batteries ( 2 x 1,5V type AAA)

Packing dimension (B x H x D)
185 x 310 x 80 mm

PU 1

Illuminated display. magnetic AutoSound at 0°/45°/90°/135°/180°

1. Intelligent spirit level: 
Digital electronic spirit level with vertical and 
horizontal angle display. The slope memory 
enables angles to be projected elsewhere. 
The slope can be shown in degree, inch/feet 
or percent.

2. Optimal use by audiosound
Horizontal, vertical and 45° use with audible 
inclination guide. Easy levelling.

Additional features:
– the illuminated display is easy to read under 

all conditions – even when overhead 
measurements are involved.

– vertical and horizontal vial
– strong magnets

magnetic

DigiLevel CompaCompacctt

AutoSound
2 x 

AAA


