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Specifications

Output Voltage

Range

Resolutioin Test Current

MASTECH.

DIGITAL INSULATION TESTER

AC 750V
DC 1000V

MS5205

Accuracy

APO Auto Power Off [ J 0~20MQ 0.01MQ

LOCK o 250V (0~20%) | 20~200MQ 0.1MQ z@n;/;OK +(3%+5)
MIN/MAX/AVG [ ] 200~250MQ 1MQ

COMP Compare function [ J 0~20MQ 0.01MQ .

TIMER Timer function o 500V (0~20%) | 20~200MQ 0.1MQ @500K +(3%+5)
MEMO Store function o 200~500MQ iMQ

DAR o 0~200MQ 0.1MQ

PASS [ ) 200~1000MQ iMQ 1mA

Backlight @ 1000V (0~20%) 1.00~5.00GQ 0.01GQ @1000K +(3%+5)
REL Relative Measurement [ J 5.00~10.00GQ 0.01GQ

Data Hold o 0~2000MQ iMQ 1+(3%+5)
LBD Low Battery Display o 2500V (0~20%) | 2000MQ ~20GQ | 0.01GQ +(5%+0.2)
General 20GQ~100GQ 0.1GQ +(10%+2)
Power Supply | 8x1.5V AA Batteries DC Voltage Test| 200V/1000V 0.1V/1V +(0.5%+5)
Product Size 180mmx140mmx65mm/7.1”x5.5”x2.56” AC Voltage Test| 200V/750V 0.1v/1v 50~60Hz | *(1.5%+5)
Product Weight | 950g/2.11b . 20Q 0.01Q +(1%+5)
Category CE CAT 111 1000V CAT IV 600V RoHS Reslatance 2000 0.10 £(1%+5)




