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L. Keta Hydraulics

LPC-08

3 R (o] (fR)

Pilot To Open, Ball-Type
Cartridge Check Valve

OPERATION

The valve allows flow from (2 to ), while normally blocking

flow from 3 to @. Flow will be allowed from @) to @ when

sufficient pressure is applied at .

The cartridge has a 3:1 pilot ratio, meaning that at least one-third

of the load pressure held at @ is required at D to open the valve.
HEQOMEABIFRBES, QF OFFE: ERAE, @F @KH:
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FEATURES

¥t

+ Hardened poppet and seat for long life. KHEMRIME.

« Low leakage. 39110

« Optional sealed piston. AlIEFEIEE,

- Compact size. RIERLE .

« Industry common cavity. Tl AETL.
SYMBOL SPECIFICATIONS

BRARSEH

Operating Pressure(T{E[£/1): 250 Bar
Flow(iii£): See PRESSURE DROP VS.FLOW graph.
Internal Leakage(Mitti) : at 207 Bar:
©) ® to @: 3 drops/min.(0.15 mi/min.)
@ to @ with sealed piston: zero leakage
O © Crack Pressures(F /3% /1) 1.7=1.7 Bar
,,,,,,,,,,,,,,,,,, 2.1=2.1 Bar
@ 5.2=5.2 Bar
6.2=6.2 Bar
8.2=8.2 Bar
18.3=18.3 Bar

Pilot Ratio(3=#// tk) : 3 :1
Temperature(;R/F) : -22°F to +250°F(-30°C to +120°C))
PRESSURE DROP VS. FLOW Recommended Filtration : Critical Application - ISO 16/12
(#EFFRIFEM) : Non-Critical Application - 1SO 19/15
Fluids (i 1K) : Mineral-based fluids.

®t0@ — (p:@t0® ---- 1) For other fluid compatibility, consult factory.

< 150 ssu/32 cSt oil @ 100°F/38°C Cawty(%ﬁ?l_) . 08-3,see page 402

= 12668 9% Body Material(i@#14}) . Anodized 6061T6 aluminum
o 7 Alloy rated at 207 Bar
RO 762 // 6061-T6%5, fiFfEA & KE 207 Bar.
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L. Keta Hydraulics

INSTALLATION DIMENSIONS

(22.2)HEX
TORQUE 287
N 27.1Nm MAX.
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Unit=Millimeters

TO ORDER

PILOT TO OPEN, POPPET-TYPE
CARTRIDGE CHECK VALVE
IR E R

aofL

SEAL MATERIALS
N - Buna N(Std.) T B5#8% (FRERY)
NS - Buna N with sealed piston:
6.2Bar(90psi) minimum spring
THEER CEE LHBEHE),
HIKHEE 1 46.2Bar
V - Fluorocarbon &A%
VS - Fluorocarbon with sealed piston:
6.2Bar(90psi) minimum spring
B (EE L EHE),
=IKEEE /1 46.2Bar

CAVITY

mEMHE —

BODY PORTING @ik O
4T =SAE 4

6T =SAE 6

2G=G 1/4

3G=G 3/8

Other porting is available.
HARa0H O 2 AR .

(Omit for Cartridge only)
HEE AR R
L CRACKPRESSURE FREHS

1.7 =1.7 bar

2.1=21bar

5.2=5.2bar

6.2 =6.2 bar

8.2 =8.2 bar

18.3 =18.3 bar
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